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FIG. 2 



DRAW THE FIRST WALL AB ON DISPLAY SCREEN 25 OF COMPUTER 
USING ONE OR MORE INPUT DEVICES 30,32,34. 



DETACH DISTANCE MEASURING DEVICE 50 AND ASSOCIATED ANGLE 
MEASURING DEVICE 60 FROM MAIN INSTRUMENT 10, POSITION AT 
FIRST CORNER A OF FIRST WALL AND MEASURE DISTANCE AND ANGLE 

OF FIRST WALL. 



TRANSMIT SAID MEASURED DISTANCE AND ANGLE TO COMPUTER SO 
THAT THE CAD PROGRAM CAN ADJUST THE LENGTH OF THE FIRST 
LINEAR REPRESENTATION TO MATCH AN APPROPRIATE DISPLAY SCALE. 
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DRAW THE SECOND WALL BC THAT ADJOINS THE FIRST WALL ON 
DISPLAY SCREEN 25 USING AN INPUT DEVICE 30,32,34. 
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USE MEASURING DEVICES 50,60 TO MEASURE LENGTH AND 
RELATIVE DIRECTION OF SECOND WALL, BY POINTING FROM SECOND 
CORNER B OF FIRST WALL TO FAR CORNER C OF SECOND WALL. 



DRAW NEXT WALL THAT ADJOINS PREVIOUSLY MEASURED WALL AND 
MEASURE LENGTH AND RELATIVE DIRECTION OF NEXT WALL WITH 
MEASURING DEVICES 50,60. 




PROCEED TO GENERATE INTERIOR WALL PLANS (FIGURES 5-8). 



FIG. 3 




FIG. 7 




FIG. 8 



